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The frame made of structural tubular makes the dozer, thanks to
its strength and reliability, particularly suitable for heavy-duty
work in agricultural estates, thanks to the mouldboard with
booms supplied as standard: levelling and grading, snow
removal, piling silage and many other operations.

The frame has been designed to optimise load distribution,
ensuring maximum work capacity with minimum stress on the
tractor.

The materials chosen for the construction of the reversible,
double-edged blade ensure a long service life of the implement.

The efficiency and rapidity of the device hitching/unhitching
operations are ensured by the Velotak quick-fit and the presence
of support feet as standard.

As an alternative to the mouldboard, it is possible to replace this
implement with a grader blade.

In addition, it is possible to mechanically adjust the applied
implement angle by 30° on both sides.

The dozer supplied features two hydraulic functions: lifting and
tilting.

Main features

VELOTAK
Ready to go at a moment's notice.

The VELOTAK system designed for Sigma 4 makes it possible to speed up the hitching/unhitching
of the device from the tractor. By means of tractor movements, the pins (P), located on the
subframes, are inserted into the special housings (S) located on the bearing boxes. The assembly is
locked by sliding the lever (L) which acts on the position of the pin (G). Pin (G) has a locking
function when lowered (position 1) and an unlocking function when raised (position 2). The device
will release, simply by reversing with the tractor, after moving the lever (L) into position 2. For the
hitching operation, the lever (L) can be left in position 1, as it is the tractor's forward motion that
triggers the quick hitching of the device, without any further operation.

Technical drawings
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Technical data sheet

Dozer
Blades A10 A20 A30

Wheel track
(A) 800 1000 1100 1200 1300 1400 1500 1600 1300 1400 1500 1600 1700

Mouldboard
width (B) 1900 1900 2020 2020 2160 2140 2300 2300 2300 2300 2560 2560 2560

Mouldboard
height (C) 550 550 550 550 550 550 550 550 650 650 650 650 650

Max height
from the
ground (D)

700 700 700 700 700 700 700 700 800 800 800 800 800

Excavation
height (E) 250 250 250 250 250 250 250 250 300 300 300 300 300

Tractor
power 44-55 44-55 44-55 44-55 44-55 44-55 44-55 44-55 60-110 60-110 60-110 60-110 60-110

Tractor
power 32-41 32-41 32-41 32-41 32-41 32-41 32-41 32-41 44-81 44-81 44-81 44-81 44-81
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